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Chapter One—Introduction 

I. Theory  

VS+ is the most advanced noninvasive beauty device, which is used for eliminating cellulite, 

reducing surrounded degree and improving sagging and wrinkles. It combines with 6 technology 

that vacuum, radio frequency, Infrared light, 635nm diode laser, dual frequency(40.5KHz+28KHz) 

cavitation and mechanical roller. And it is suitable for full body treatment. What’s more, the short 

treatment time and instant treatment effect make you feel comfortable and relax, like doing a 

massage during the whole treatment.  

The unique streamlined fashion design, makes machine movement convenient and helps saving 

salon space. So it is the ideal multifunction device for salons. 

 

II. Application:  

Circumferential reduction  

Cellulite improvement 

Temporary improvement 

In local blood circulation  

Relief of minor muscle aches and spasms 

Wrinkle removal  

Skin lifting and tightening  

Skin surface smooth 

Massage  

Eye area treatment 
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III Product Specifications 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Packing Aluminum alloy case 

Voltage 220V/110V 

Cooling system              Water+ air                                             

Dimension of machine         35*42*111cm                                           

Diode laser power 0-200mw 

Cavitation 40.5KHz+28KHz 

RF 0-100J/cm2 

Rev 0-39rpm 
 

Laser power   20W(Max) 

LCD screen on machine 10.4inch color touch screen 

Out power 2000W 

Screen on handpiece a) 2.4inch 

b) 1.9inch 

RF frequency 20MHz CRF 

Diode laser 635nm Japan imported laser 

Vacuum pressure a) Absolute pressure:10kPa—80kPa（7.6cmHg--60.8cmHg） 

b) Relative pressure: 20kPa—90kPa（15.2cmHg--68.4cmHg） 

Infrared 0-20W 
 

Pulse 0-10s 

Interval 0-5s 

Infrared 940nm 

N.W.                     40kg 

Voltage 220V/110V 

Packing                       Aluminum alloy case 
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IV Features  

1. Handle 1 : vacuum with mechanical roller and radio frequency with infrared 

2. Handle 2: vacuum with roller, radio frequency with infrared 

3. Handle 3: vacuum with radio frequency and infrared 

4. Handle 4: 635nm diode laser and double frequency cavitation 

5. 10.4” color touch LCD display, seems classic, and very easy operation  

6. Plug and play connection parts, rapid, safe and reliable 

7. Comfortable: Completely non-invasive treatment, avoid surgery, no need special care after 

treatment, no down time. 

8. High Security: Intelligent software controls the output power and and rate of release. High 

security and easy to treat.  

9. perdurability: after 1-3 treatment can see the result, it will keep 1-2 years. 

 

 V. Taboos  

People who have Pacemaker or shock eliminator in body  

1. Who have metal on the surface of the treatment area or other prosthesis or fillers.  

2. People who have skin disease, such as vitiligo, psoriasis, herpes and skin cancer.  

3. Other serious diseases, such as heart disease and diabetes 

4. Women pregnant or who are feeding babies 

5. wound open or unusual close up  

6. people who are photosensitive or using photosensitive drugs.  

7. People who used tanning cream within 2 weeks. 

8. Women in menstrual period (abdomen), except those who have little menstrual volume.  
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          Chapter Two—Security Instruction  

 

I. Safety Matters  

 

VS+ is a high-tech medical device, which focus on circumferential reduction ， cellulite 

improvement and facial rejuvenation.  

These who have been trained on the machine, can use the machine softly. No matter the 

operator , the assistor, or the maintainer, he need to understand this chapter well. And the 

operator, the clients personal safety is most important, these has been reflected in the machine 

design already .  

Below is some detail safety issues:  

1. When switch on the machine, the machine self-checking system is also switched on and during 

the whole treatment, this system will keep monitoring circuit. 

2. Safe and environmental protection material, which meets the requirements of medical, used 

to connect patients’ skin and provide a comfortable treatment.  

3. Independent safety circuit design, can cut off the power supplier while electric leakage 

happens. 

4. Red “emergency” button, can cut the power supply immediately in emergency situation.  

5. Button switch can protect random switch on of the machine.  

 All devices if Improper use can cause body damage. The RF device, when on 

operation can cause high voltage, these who operate the RF device need to pay attention on this 

and have some necessary safeguard  

procedures. Patients: The skilled operator and the decoration of operation room will affect 

patients safety. For patients themselves, they also need to know more about the treatment 

principle. During the treatment the patients have the responsibility to feedback their feeling of 

treatment, this can protect their skin been burn due to high energy.  

[Main Warning] 
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To guarantee a safe operation, the following safety warning need to be read before operation.  

1. Except our company’s technicians, no one is allowed to open the machine, or do any Internal 

overhaul, power/ head internal adjust is also not allowed.  

2. Please check and confirm the voltage is the same as your local one. ( 220V/AC or 110V/AC)  

3. Only the power is shut down, machine can be maintain. Maintaining while machine is on 

power can damage the operators/ patients and machine itself.  

4. Keep the treatment area, which will be connected with the treatment head, clean and dry.   

 

II. Electrical and mechanical safety 

  Keeping all panels and covers are closed, or may be dangerous. 

 This system can create the dangerous high voltage, even after disconnecting the power cord, 

some parts may still stored there power. So in addition to our designated personnel, other 

personnel forbidden open the instrument. 

  maintenance of equipment, people should not turn on the power, open the cover or put the 

device on unattended state. 

  If move the machine incorrectly may cause personal injury. The machine is well balanced and 

is movable, but only move slowly and carefully. 

  the machine via three-wire power cord grounding the earth, good ground is essential for safe 

operation. 

[Fire prevention] 

1. Preoperative skin treatment implementation must not use alcohol or acetone flammable to 

clean skin. if necessary, use soap and water.  

2. If you use alcohol to clean the treatment probe or any part of it, must keep dry before 

starting.  

[System Safety devices] 

1. The system is equipped with several safety devices; all operating room personnel must be 

familiar with all of their location and usage. 

2. The button switch: it is used to turn on and turn off the power. 

3. Power indicator light: blue, boot light, indicating that the system is on. 

4. The emergency switch: This red mushroom-shaped button can shut down the whole machine 

urgently. When it is pressed, regardless of what state the system is in, the power supply will 

be cut off immediately. loosen Emergency switch clockwise, otherwise device remains in the 

off state. 

[Device Self-checking] 

After booting, the circuit go into self-checking instantly. In this case, the operator should allow the 
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device to run by itself for 1-3 minutes before the next step. 

[Device Level] 

1. Electric shock protection: 1, BF grade 

2. Anti-corrosive liquids: General 

3. Must not use the machine in the presence of flammable anesthetic mixture with air, nitric 

oxide environment. 

4. The operation mode: Continuous. 

                      

                   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                



----------------------------------------------------------------------------------------------------------------------------------------- 

 9 / 26 
 

Chapter Three---Installation  

 

 I. how to open the packing Box  

 

 
  

 

 

                                   

                                      Picture1 

                                       

                                      

                                                   

 

 

 

Picture 2 

                                

                                   

 

 

 

 

The way to open the exterior packing box:  

a. Turn the lever in picture 1 to the position show as picture 2 

b. Switch the lever, then we can open the packing box 

 

       Picture 1 

          Picture 2 
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II. Accessories 
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III. Installation HP holder, step 1  

 

 

   

          

 

  

    

 

1.Insert metal pole into socket                 3. Fix the plastic object on metal pole 

                           

 

 

 

 

 

 

 

 

 

 

 

 

2.Tighten 2 pcs of screws                      4. Step one finished  

IV. Installation of holder, step 2  

 

 

 

 

 

 

1. Tighten 2 pcs of screws       2. fix holder on left            3. fix holder on right                                                                                      

  

Contents 
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V. Installation of HP  

 

 

 

 

 

 

 

 

1. Connection parts from left to right for :            2. Put HP into connection part directly,   

   HP1,HP2, HP3, HP4                          no need to press “yellow button”. 

 

 

 

 

                                                 

 

 

 

 

 

3 . All HP comes with label “HPX”                 4. press“ yellow button ” and then  

match with each number                        take off 

  

VI. Installation of spare parts  

 

 

                                   

 

                                         

 

                                            

 

 

 

 

Located in lower part of the machine       

                                 

with labels  

 

 

Insert spare parts to connection 

part as below  
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VII. Install the display of the machine (screen)  

 

 

 

         

 

 

 

 

 

 

 

 

 

 

 

 

 

1. Picture 1: the cable on the machine connecting 

the screen  

2. Picture 2: The connector between the machine 

and the screen 

3. Picture 3: the cable are connected well with the 

connector  

4. Picture 4: the screen is installed in the machine, 

(please tighten the screws inside the red circle) 

5. Picture 5-6: put the magnetic cap  
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Chapter Four--Operation Instructions           

                                      

I. menu instruction 

 

 

 

 

 

      

First page: Opening screen                   Second page: treatment menu 

Treatment menu for HP1:  

  

 

 

 

 

 

 

 

Treatment menu for HP2 : 

       

 

                                       

Vacuum range:1‐5                      

Infrared range:0‐20                    

RF range: 0‐100                            

Kpa: 1- 100KPA                                              

Pulse range: 1‐10                  

Kpa: 1- 100KPA.                        

Pulse range: 1‐10                   

                                   

                                         

Vacuum range:0‐5                     

Rev range:0‐39                     

Infrared range:0‐20              

RF range: 0‐100                 

Kpa: 1- 100KPA                     

Pulse range: 1‐10                
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Treatment menu for HP3:  

  

 

Treatment menu of HP4:  

    
 

 

  

 

 

 

 

                                    

Infrared range:0‐20               

Cavitation :28KHZ/1-5 level              

Cavitation : 40.5khz/1-5 level            
Kpa: 1- 100KPA                      

Pulse range: 1‐10                       

                                         

                                     

Vacuum range:1‐5                  

Infrared range:0‐20                      

RF range: 0‐100                      

Kpa: 1- 100KPA                         

Pulse range: 1‐10                     

Kpa: 1- 100KPA                        

Pulse range: 1‐10                  

 

The small screen on HP is synchronous with main screen 
(There is a small screen on HP1/HP2/HP4)            
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II. Handpieces introduction  

HP1:  
                           
                           
 
 
 
 
 
 
 
                             
 
 
  
 
 
 
 
 
 
The button  , changes to system among infrared, RF, vacuum, Rev, time and pulse.  

The button  ④ , adjust energy level  

The button ⑤, firstly press “ready” on main software and then press ⑤ to start to treat. Press 

again to stop working. So do the HP 2, which is shown below.  

HP2:  
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HP3:  
 
  
  
                                              
 
 
                                             
 
 
 
 
                                  
 
 
 
 
The HP3 comes with 3 probe: big one, middle one and small one.  

There is one button switch, used to start or stop working. 

 
HP4: the buttons have same function as HP1 
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         Chapter Five--Clinic Operation  

 

  I. Parameter recommended  

 

  II. Body Shaping 

(Choose NO.1, NO.2 or No.4); 

1. Abdomen and waist  

1. The navel as midpoint, measure 5 points that is 3cm, 6cm distance from navel and record. You 

also can adjust the measurement point according to different personal height (see P1) 
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         Picture 1                           picture 2    

 To take navel as the midpoint, draw two vertical lines to make abdomens by four parts. After 

completing operation on one part, go to the next one. Repeat treatment within 4 parts till the 

whole abdomen get a comfortable warm and achieve a better result. (see P2) 

 

       Note: there are two methods of operation.  

The following operation “linear suction treatment” means to do it one by one. 8-shape operation 

means the continuous movable treatment.  

First: the linear suction operation. 

Second: 8-shape suction operation. 

. Ask the patient feeling and observe the reddish skin carefully and thermal situation to adjust 

the area of repeat treatment.   

. Makes sure the applicator touch whole skin, then step foot pedal or press "enter" to start or 

stop working. 

 

       Note: fat layers around stomach and ribs is thin, so make sure the applicator contact 

those area fully. Generally we need to reduce energy level by 1-2 grade. The patient should tell 

their feelings to therapist promptly, this could help therapist to adjust the specification.  

 

2. Back  

There are two methods of operation on back. 

 the linear suction operation. 

 8-shape twist suction operation. 
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         Picture 3                picture 4  

3. Thigh 

①The methods of operation (show as picture on right)  

 Apply linear suction method starting from the outside of thigh 

upper,  moving from bottom to upper, and from left to right.  

 Inside of thigh is sensitive area, the temperature rises rapidly. If the 

skin gets a little red, it is normal. please pay attention to patient 

feelings. 

4. Arm  

 The methods of operation. (show as right picture ), choose HP2.    

 Apply linear suction method starting from the outside to inside.  

 Inside of arm is sensitive area, the temperature  

   rises rapidly, please pay attention to patient comfort. 

 
5. Buttock (select HP1 or HP2)  

①Apply linear suction operation method.  

②One hand pull skin up, the other hand hold the HP to do 

treatment straightly, from bottom to upper, repeat this operation 

several times.  

③Operate from the inside of thigh upper, till to "Cheng fu point" 

by continuous movable suction method, then reach to "highest 

level”, using suitable strength. (Don’t stay on the highest part of 

buttock) 

④The outside of buttock, continuous movable suction treatment be applied from bottom to 
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upper with higher strength. 

 

  III. Face treatment  

1. Face  

 Treat along the skin texture and lift up.   

② Pull up the skin to make the folded skin to get full RF energy. to 

promote the collagen contracting and remodeling. 

③ Repeat 2-3 times until the skin has a light reddish and heating.  

④ Repeat times on nasolabial folds, forehead wrinkles    and 

those are not easy to treat.  

2. Eye-around area 

 Begin from inner corner of eye to outer corner of eye and lift up, 

till to on temple or hair edge.     

② Pull up the skin to make the folded skin to get full RF energy. to 

promote the collagen contracting and remodeling. 

③ Repeat 3-4 times around the eye. 

3. Neck   
Methods of operation (see illustration 3) 

 Use the linear suction treatment on neck. .  

② Pull up the skin to make the folded skin to get full RF energy.  

③ Repeat 2-3 times around the entire neck. 

 

 

 

 

 

 

  IV. Suggest session and course   

Facial: 5-7 days/session, 10 sessions/course, 30-40 mins/session  

Eyes: 5-7 days/session, 10 sessions/course, 15-20 mins/session 

Body contouring: 2-3 days/session, 10 sessions/course, 20-30mins/session  

Physiotherapy: 5-7 days/session, 10 sessions/course, 20-30 mins/session 
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Fat exploding: 2-3 days/session,10 sessions/ course,30mins/session  

 

  V. Requirements of operation  

1. During treatment, please keep operation probe touch treatment skin fully, to ensure skin 

suction better and comfortable.  

2. Sensitive areas treatment, such as, forehead, cheekbones and chin, the parameter, such as RF, 

vacuum pressure, speed, should reduce 1 to 2 grade. Because these areas have thin Subcutaneous 

fat and large curve radian, which make it hard fully contact the treatment area. 

3. During treatment, the operator need ask the customer’s feeling during the treatment. Such as 

energy lever feeling, warm feeling, and comfortable feeling 

4. The operator can reduce the energy of RF/Negative pressure/speed while provide treatment to 

these quicker thermal rising area, such as Ribs area, groin pelvis area and skin tissues thinner area.  

5. The repeat treatment time of each area, depends on each person's feeling and tolerance 

The following reasons to occur burning  

A. High RF energy result in thermal accumulations more and more with times. Reduce 1-3 level as 

response; 

B. It is forbid to repeat operation on the one part of face or body, in order to avoid the burning.  

C. Such as olive oil or massage oil molecule is large and cannot be absorbed easily through the 

skin, that energy is collected on skin surface. Recommend to use strong moisturizing massage 

cream or oil made of smaller molecules.  

 VI. Prepare for operation  

1. Consult: For the clients who is ready for first treatment, we should introduce the machine’s 

usage range, the feeling during treatment and taboos, and in one week before treatment, they 

should not drink hormone medicine( such as prednisone..) 

2. Ask clients to take off all metal decorations 

3. Leave pictures from front and side of clients, it’s to make a contrast in future (Every time when 

taking picture, clients have to be in the same background and same lights. ) 

4. Measure all parts and keep record. 

5. Clean skin( for face, it needs to be removed cuticle) 

6. Open the machine, choose operation menu, observe client’s skin and adjust proper parameter 

and energy. Smear essential oil or make some massage.  
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Attentions of operation 

1. Target the treating area precisely, keep away of bone.  

2. The efficient treating skin temperature should be 38°—42°. 

3.  it should increase skin temperature above 40 by linear suctions before performing the 

continue working model. 

4. It is forbidden to clear treated area with cold water within 8 hours after treatment.  

5. Cold or spicy food is forbidden to eat within 8 hours after treatment.  

6. It is forbidden to do massage to treated area within 48 hours after treatment.  

7. After facial treatment, face need get moisturizing and sunscreen protection.  

 

 VII. Skin reaction after treatment    

1. The body 

a. The back: Individual people have skin redness and slight thermal sensation after application, 

that lasts15 to 30 minutes , which is normal situation.  

b. Abdomen, Thighs, legs, arms: the individual who have reddish thermal sensation, side waist will 

appear the points like done by scrapping.  

 

2. The face:  
Individual people have skin redness and slight thermal sensation, the skin immediately becomes 

tight , pores closing, and wrinkles small pores phenomenon, wrinkles shallowing.  

3. The eyes-around area 

a. The people with fat bags under the eyes has slight redness and thermal sensation, and swelling 

after treatment.  (thermal stimulation causes this swelling ). The client with oedema eye bag has 

visible difference after  treatment.   

b. The dark circles of fatigue-type individuals have redness and slight thermal sensation, the color 

is made to lighter.  
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      Chapter six---Maintenance and care 

 

I. Common problems  

1. The machine cannot be powered on  

Possible reasons and solutions: 

a. The emergency button may be in the protection condition, please check if it is bounced or not, 

if bounced, it’s switched on; if not bounced, it is switched off.  

b. The power line is not connected well, please check the connection is good or not.  

c. The fuse is broken. Check if the fuse is in good condition, it is on the rear of the machine 

where the power is input.  

d. no power in the socket. Check if there is power output in the socket. 

2. The button switch on the handpiece doesn’t work.  

Possible reasons and solutions: 

Close the power switch, re-open the machine, if it still doesn’t work, please contact the 

after-service person.  

 

3. The screen doesn’t act or act wrong  

Possible reasons and solutions: 

a. Loose the screws that fix the screen, to check if it is too tightened.  

b. High voltage interference, check if there is big power device around your location.  

c. The software is out of control, exchange the controller.  

 

II. Daily maintenance and care  

 

1. Maintenance  

a. please don’t expose the machine to the sun  

b. cover the probe with a cloth bag after treatment, cover the main machine as well, to protect from the dirt. 

(this is very important) 

c. please take care when taking and putting probes. (this is very important) 

 

2. Special care  

1) put the machine in a dry and clean room. (very important) 
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2) except the operator, any unprofessional person is no allowed o use this machine.  

3) After every treatment, please clear device with tissue or towel, and disinfect it with dry 

alcohol cotton. During treatment, probe should keep clean and dry , or it may appear the 

situation of button bulging and handle changing color .  

4) Clear treating probe regularly, completely clear 2-3 times every week, detailed steps as 

follows: 

a). One hand press the lock-release bottom on the both sides of probe, the other hand 

hold and plug the middle of handle’s borde part, and then put back the dismantled handle 

to the right holder.  

b). Clear the treating probe in the warm water towel with cleaning cream, wash its front 

and back sides carefully. Then wash it in clean water again, dry it by Kleenex. If some 

position miss washing, use the heater to dry, and install the probe back.  

3) During treatment process, exchange the spared sealed tube on time, in case of air 

leakage or vacuum reduction and so on.  

 

III. circuit diagram 

 

 



----------------------------------------------------------------------------------------------------------------------------------------- 

 26 / 26 
 

IV. Air circuit diagram 

 

 

 

 

 

 

 

 

 

 

 

 

 


